GX TOUCH 50 EXTRA-ALTERNATOR WAKESPEED WS500 SMART MPPT PV BREAKER/ISOLATOR
l SOLAR ARRAY

IMPORTANT '

o advised that the CAN Bus cable between the.
Lynx Smart BMS and the WSS00 needs to be a
CROSS OVER cable !

IMPORTANT INFORMATION !
CONFIGURATION OF WS500
The WS500 needs to be configured for use with the

-

SmartSolarcharge controler

MPPT 100 | 50 &

CERBO GX

IMPORTANT INF( '

The ‘must be programmed
for Li-lon mode-C and 12 Volt either through

programming on the device itself or with a
Bluetooth enabled smartphone or tablet. ey
Connect the load or charge disconnect output
of the VE.Bus BMS to Remote H terminal.
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i h: from MultiPlus-II
Lynx Smart BMS g n systems with Victron Smart Lithium Batteries, s important that all Conn G Batts AC Out-1 & AC Out-2 GENERATOR arcw
H charging devices as well as loads are controlled by the BMS. 230V/50Hz A(
Enlarged connections 2 5 Fore s Bow that e taken cae of s aystam: ; S
EH g ES % ultirus.i inverteicharger diital via the GX Davice, a N
i 2 Solar charger: digially viathe GX Davice, DVCC foaturs.
EH 3 1WS500 ATC wiro control, using the positive wiro from the ATC contact
8 o 52 tho BMS also running trough its folay contacts and further towards
- the WS500 regulator "Feature In" connection forcing the regulator with
alternator to stop charging completely when ATC power is switched of
by the B
4-DC Loads: via SmartBattery Protect 220 controlled by the BMS.
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ERBO VE.Can Recommended AC Out1 cableibreaker size MultiPlus-] [Re e ze MutiPlus ] [Recomme DC cablelfuse size MultiPlus-Il Recommended ACN WARNING
| —-— 1 With Power assist the MultiPlus-Il can add /AC Out-2 only is available when power is 0-5m cable length: 4 x 50SQmm, 5-10 m cable iz MultiPlus- 230 VOLT AC IS EXTREMELY
WS500 VE.Can_J<—Victron to Wakespeed Cross over cable ! 3KW (o he output 0ad when needed. presant on AQ IN:Daring batiey aperation | | length: 4 x 705amm. Whon used in closo AC IN must be protected by 2 cireul FAZARDOUS I
SBP H-contact Together with input this conduits, cable size should double. Cable length | | breaker rated at 32A max o less. This DO NOT TOUCH ANY LIVE WIRED
ail adds up to the max sum of input and 'AC Outz2 supports up to 32A. Stands for the distance betwoen the battory and th| | depends heavly on the size of the PARTS OF THE INSTALLATION Il
WS500 ATC + output current of 32+13=45A. An Earth /An Earth leakage device with by MultiPlus-ll connections 11! i ‘connected p . WHEN IN DOUBT, ALWAYS CONSULT <230V Switched load-2)
leakage device with breaker or a tion MCB/ i Is in y: these also J to fit the size of the 'YOUR VICTRON DEALER !!!
BTV CABLE combination MCB/RCD must be installed on the output. Cable size must be adjusted should be taken into account for proper main connected power source.
BTV CABLE on the output. Cable size must be adjusted accordingly. battery, main fuse & main switch cables !!! The breaker and cable size for AC IN
accordingly. Fuse size should be 400A. ‘should be adjusted accordingly.
IMPORTANT INFORMATION ! IMPORTANT INFORMATION t
BMS ON/OFF “The primary Case ground connection from a | [ When operating in inverter mode, the Neutral
7 inverter charger like a Multi or a Quattro, output of a invertericharger must be connected to
must be connected to the Central Negative ground to guarantee proper functioning of a
Busbar of the DC system. Size of this cable ‘GFCl or RCD device. In case of a split phase supply|
< must be identical to connected DC negative. | | the Noutral also must b grounded.
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